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VX1100 – Data Collection Platform

F e a t u r e s

The VX1100 is an integrated data acquisition and telemetry instrument

capable of processing data inputs from multiple sensors. Extremely

low power consumption allows for long-term, unattended data 

collection and communications.

The VX1100 is known for its flexibility, easy use and dependability.

System setup is easy using the alpha-numeric keypad or a laptop

computer. System setup functions are protected by a multi-level 

password which allows only authorized personnel to change setup

functions, while visitors can only view data.

Ideal for remote communications, the VX1100 telemetry options

include modems for telephone, cell phone, voice, radio and satellite

communication.
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Hydrological, meteorological and oceanographic data logged by the VX1100 can easily be integrated
with numerical modeling, forecasting and GIS software programs.

Storage, management and basic analysis of data are accomplished using Windows based software.
As an option, Stevens provides a data management service where the surface station data is 
transmitted to a data warehouse that the user can access, analyze and download through a 
secured Internet URL (for an example see owrd.e-monitoring.net without “www”).
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O r d e r i n g  I n f o r m a t i o n

Part Number Description

70026-001 Basic Data Acquisition Unit, Wall Mount

70026-002 Basic Data Acquisition Unit, Rack Mount

92080 Fiberglass Weatherproof Enclosure Option

70034 GOES/GMS Satellite Transmitter Option

70010 VBUS Analog Output Module Option

70011 VBUS Relay Output Module Option

70012 VBUS Digital I/O Module Option

70013 VBUS Communications Telephone/Expansion Option

70014 VBUS Voice Response Module

70015 VBUS FSK ALERT Radio Modem Option

70016 VBUS PCMCIA Memory Expansion Module

70027 Aquatrak Water Level Sensor Module Option

70008 VBUS Packet Radio Modem Option

For a selected period; graph any 2 parameters or stack
graphs for a quick and easy visual correlation analysis.

Local surface station meteorological data can be 
combined with software to provide a complete system,
fully integrated with WMO data system-based sensors.

Remote hydrological data can be integrated
into models that provide users with simple,
continuous, advanced forecasts of water body
information utilized by water departments,
forecasting agencies, emergency management
teams and hydropower enterprises.


